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ABOUT US / HAKKIMIZDA

(EN)

(horizontal lifeline, vertical lifeline, anchors) and types of 

and expertise in the occupational health and safety sector, 

institutions and organizations especially iron and steel, 

energy, fuel oil, construction, telecommunication, where 

and manufactures fall protection systems (horizontal 
lifeline, vertical lifeline, anchors), rescue, evacuation, and 
load lifting equipment for many areas such as roofs, windows,
facades, bridges, cranes, and over machines and trucks in 
Turkey. With its high production capacity and wide service 

and training, and special engineering solutions for your 
needs.

Connect to the Line. 
Connect to Life. ” to remember and remind of directly touching
with people’s lives. All its products have been manufactured 
according to the latest standards and regulations. The safety 

 by 
an independent internationally accredited institute.

management system and customer satisfaction management

tested and innovative products with its experienced dynamic 
team.

(TR)

-
lik, savunma sanayii, endüstriyel, itfaiye, arama-kurtarma, 

-

sistemleri ( ), 

-

-

-

-
mektedir.

Tecrübeli dinamik ekibiyle, üretim gücü ile, kaliteli ve inovatif 
, yenilikçi bir 
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Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

OD-MAXILINE  
HORIZONTAL LIFELINE SYSTEM 

OD-MAXILINE  
System Components 

EN 795/C:2012, CEN/TS 16415/C:2013

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

OD- MAXILINE HORIZONTAL LIFELINE

ATTENTION !

WORKING AT HEIGHT USE A FALL ARREST HARNESS (EN 361)

UYARI:

*   Material /Malzeme: Aluminum & Stainless Steel / Aluminyum & Paslanmaz Çelik 
*   Lenght/ Uzunluk: 4 m to / 
*  6 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

OD-ELL-1 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-ELL-2R 
Intermediate Anchor(Roof)/

Aluminum / Alüminyum

OD-ELL-2H 
Intermediate Anchor
(OverHead) / 

Aluminum / Alüminyum

OD-ELL-3 
Corner Anchor(Roof) / 

Stainless Steel / Paslanmaz Çelik

OD-ELL-4 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

ODI-SNAIL 
Shock Observer / 

Stainless Steel / Paslanmaz Çelik

EL-GLD  
Slider /

Stainless Steel / Paslanmaz Çelik

CH-68 
Rope Holder / 

Stainless Steel / Paslanmaz Çelik

OD-TED 
Tension Meter / 
Gerdirme Indikatörü
Aluminum / Alüminyum

OD-LLC 7x19  
Steel Rope / 
Çelik Halat
Stainless Steel / Paslanmaz Çelik

(EN)  OD-MAXILINE is a horizontal lifeline system; It is a versatile system that is made of aluminum alloyed, stainless steel components,
and stainless steel rope. OD-MAXILINE has a smart shock (energy) absorbing system and tension meter so it adjusts itself in 
summer and winter seasons, it is very easy to visually check the line at the correct tension (1kN value). Roofs, crane roads, crane 
tops, and vehicle tops are the areas where there is a high risk of falling.  OD-MAXILINE (Horizontal Lifeline System) is permanently

and the longest distance is 25 meters between two consecutive anchors. The system is designed for 6 users to work at the 
same time. It can be applied to a wide variety of structures, walls, floors, ceilings, and over the trucks.

(TR) 
-

indikatörüne

2



Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

OD-MAXILINE  
HORIZONTAL LIFELINE SYSTEM 

OD-MAXILINE  
System Components 

EN 795/C:2012, CEN/TS 16415/C:2013

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

OD- MAXILINE HORIZONTAL LIFELINE

ATTENTION !

WORKING AT HEIGHT USE A FALL ARREST HARNESS (EN 361)

UYARI:

*   Material /Malzeme: Aluminum & Stainless Steel / Aluminyum & Paslanmaz Çelik 
*   Lenght/ Uzunluk: 4 m to / 
*  6 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

OD-ELL-1 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-ELL-2R 
Intermediate Anchor(Roof)/

Aluminum / Alüminyum

OD-ELL-2H 
Intermediate Anchor
(OverHead) / 

Aluminum / Alüminyum

OD-ELL-3 
Corner Anchor(Roof) / 

Stainless Steel / Paslanmaz Çelik

OD-ELL-4 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

ODI-SNAIL 
Shock Observer / 

Stainless Steel / Paslanmaz Çelik

EL-GLD  
Slider /

Stainless Steel / Paslanmaz Çelik

CH-68 
Rope Holder / 

Stainless Steel / Paslanmaz Çelik

OD-TED 
Tension Meter / 
Gerdirme Indikatörü
Aluminum / Alüminyum

OD-LLC 7x19  
Steel Rope / 
Çelik Halat
Stainless Steel / Paslanmaz Çelik

(EN)  OD-MAXILINE is a horizontal lifeline system; It is a versatile system that is made of aluminum alloyed, stainless steel components,
and stainless steel rope. OD-MAXILINE has a smart shock (energy) absorbing system and tension meter so it adjusts itself in 
summer and winter seasons, it is very easy to visually check the line at the correct tension (1kN value). Roofs, crane roads, crane 
tops, and vehicle tops are the areas where there is a high risk of falling.  OD-MAXILINE (Horizontal Lifeline System) is permanently

and the longest distance is 25 meters between two consecutive anchors. The system is designed for 6 users to work at the 
same time. It can be applied to a wide variety of structures, walls, floors, ceilings, and over the trucks.

(TR) 
-

indikatörüne
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Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

OD-ECOLINE  
HORIZONTAL LIFELINE SYSTEM 

OD-ECOLINE  
System Components 

EN 795/C:2012, CEN/TS 16415/C:2013

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
K   / Installation By
Y / Authorized Only

Maksimum K / Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

OD-ECOLINE YATAY Y HATTI
OD- ECOLINE HORIZONTAL LIFELINE

AT ! /ATTENTION !
Y MA BU NOKTADAN

LAMAKTADIR. 
WORKING AT HEIGHT

Odin Safety Endüstriyel Ürünler A keti
Merkez Ofis: Merkez Mahallesi Hasat Sokak No:52/1 / STANBUL
Üretim/Depo: Tatl kuyu Mah. 1302/3 Sokak No:23/B Gebze/ KOCAEL

M
TASI

OLARAK KULLANIN. 
USE A FALL ARREST HARNESS (EN 361)

UYARI: Y KONTROLÜ YILD FA YAPILMALIDIR.
ATTENTION : OD-Ecoline must be checked by a qu ed person at least once a year.

+90 (212) 963 16 41
info@odinsafety.com.tr
www.odinsafety.com.tr

OD-MBP 
Main Anchor /
Ana Ankraj
Stainless Steel / Paslanmaz Çelik

OD-MBR 
Intermediate Anchor /
Ara Ankraj  
Stainless Steel / Paslanmaz Çelik

OD-MBL 
Main Anchor /
Ana Ankraj   
Stainless Steel / Paslanmaz Çelik

OD-EA 
Energy  Obsorber /

Stainless Steel / Paslanmaz Çelik

OD-CH 8  
Cable Holder / 

Stainless Steel / Paslanmaz Çelik

OD-eGLD-C    
C Type Glider /

Stainless Steel / Paslanmaz Çelik

OD-eGLD-S    
Pulley Troyler Glider /

Stainless Steel / Paslanmaz Çelik

OD-LLC 7x19  
Cable  / 
Kablo
Stainless Steel / Paslanmaz Çelik

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik  
*   Lenght/ Uzunluk: 2 m to / 
*  4 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

(EN)  OD-ECOLINE is a horizontal Lifeline System; It is a versatile system that made of stainless steel components and stainless  
cable. OD-ECOLINE  has a smart shock (energy) absorbing system. Roofs, crane roads, crane tops and on-vehicle are the areas 

user with a permanent anchorage (safe safety point). The shortest distance is 2 meters and the longest distance is 20 meters 
between two consecutive anchors. The system is designed for 4 users to work at the same time. It can be applied to a wide vari-
ety of structures, walls, floors, ceilings, over truck.

(TR) -
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Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

OD-ECOLINE  
HORIZONTAL LIFELINE SYSTEM 

OD-ECOLINE  
System Components 

EN 795/C:2012, CEN/TS 16415/C:2013

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
K   / Installation By
Y / Authorized Only

Maksimum K / Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

OD-ECOLINE YATAY Y HATTI
OD- ECOLINE HORIZONTAL LIFELINE

AT ! /ATTENTION !
Y MA BU NOKTADAN

LAMAKTADIR. 
WORKING AT HEIGHT

Odin Safety Endüstriyel Ürünler A keti
Merkez Ofis: Merkez Mahallesi Hasat Sokak No:52/1 / STANBUL
Üretim/Depo: Tatl kuyu Mah. 1302/3 Sokak No:23/B Gebze/ KOCAEL

M
TASI

OLARAK KULLANIN. 
USE A FALL ARREST HARNESS (EN 361)

UYARI: Y KONTROLÜ YILD FA YAPILMALIDIR.
ATTENTION : OD-Ecoline must be checked by a qu ed person at least once a year.

+90 (212) 963 16 41
info@odinsafety.com.tr
www.odinsafety.com.tr

OD-MBP 
Main Anchor /
Ana Ankraj
Stainless Steel / Paslanmaz Çelik

OD-MBR 
Intermediate Anchor /
Ara Ankraj  
Stainless Steel / Paslanmaz Çelik

OD-MBL 
Main Anchor /
Ana Ankraj   
Stainless Steel / Paslanmaz Çelik

OD-EA 
Energy  Obsorber /

Stainless Steel / Paslanmaz Çelik

OD-CH 8  
Cable Holder / 

Stainless Steel / Paslanmaz Çelik

OD-eGLD-C    
C Type Glider /

Stainless Steel / Paslanmaz Çelik

OD-eGLD-S    
Pulley Troyler Glider /

Stainless Steel / Paslanmaz Çelik

OD-LLC 7x19  
Cable  / 
Kablo
Stainless Steel / Paslanmaz Çelik

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik  
*   Lenght/ Uzunluk: 2 m to / 
*  4 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

(EN)  OD-ECOLINE is a horizontal Lifeline System; It is a versatile system that made of stainless steel components and stainless  
cable. OD-ECOLINE  has a smart shock (energy) absorbing system. Roofs, crane roads, crane tops and on-vehicle are the areas 

user with a permanent anchorage (safe safety point). The shortest distance is 2 meters and the longest distance is 20 meters 
between two consecutive anchors. The system is designed for 4 users to work at the same time. It can be applied to a wide vari-
ety of structures, walls, floors, ceilings, over truck.

(TR) -
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OD-VERTILINE
VERTICAL LIFELINE SYSTEM 

OD-VERTILINE  
System Components 

Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

OD-ELL-1 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-ELL-4 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-CH8
Rope Holder / 

Stainless Steel / Paslanmaz Çelik

Carabiner

Energy Absorber
(Tenacity>0.6 Ntex)

OD - VLG   
Rope Graber 
/ Halat Tutucu
Stainless Steel / Paslanmaz Çelik

OD-TED 
Tension Meter / 
Gerdirme Indikatörü
Aluminum / Alüminyum

OD-LLC 7x7  
Cable 
/ Kablo
Stainless Steel / Paslanmaz Çelik

EN 353-1:2014+A1:2017 and PPE-R11.199 for 3 people

OD-VERTILINE VERTICAL LIFELINE

ATTENTION !

WORKING AT HEIGHT
USE A FULL BODY HARNESS WITH A FRONT

FALL ARREST ATTACHMENT POINT ( EN 361)

Attention: Anchors must be checked by a qualified person at least once a year.

Attention: At least 3 meters between 2 users.

Attention: Use only original OD-VLG (wire rope holder). 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

/ Installation Date
  / Installation By

..................................................................................../ Wire Lenght

/ Authorized Only

/ Max. Users 

Every user can be influenced and fall due to the movement of the line initiated by the other user. 

/ Next Control  Date 

*   Material /Malzeme: Aluminum & Stainless Steel / Aluminyum & Paslanmaz Çelik 
*   Lenght/ Uzunluk: 2 m to -----/
*  3 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

(EN)  OD-VERTILINE �brand belongs to Odin Safety. It is a vertical lifeline system that with its features provides you with safe 

non-sparking feature, specially designed spring indicator, uninterrupted passage on the line with a specially designed rope 
holder, Special apparatus that eliminates the wind effect of 30 meters and above, suitable for 3 people to work at the same 
time with 3 meters intervals.

(TR) OD-VERTILINE -

-

EN353-1:
2014+1:2017

Sertifikasyon

PPE
2016/425

6



OD-VERTILINE
VERTICAL LIFELINE SYSTEM 

OD-VERTILINE  
System Components 

Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

OD-ELL-1 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-ELL-4 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-CH8
Rope Holder / 

Stainless Steel / Paslanmaz Çelik

Carabiner

Energy Absorber
(Tenacity>0.6 Ntex)

OD - VLG   
Rope Graber 
/ Halat Tutucu
Stainless Steel / Paslanmaz Çelik

OD-TED 
Tension Meter / 
Gerdirme Indikatörü
Aluminum / Alüminyum

OD-LLC 7x7  
Cable 
/ Kablo
Stainless Steel / Paslanmaz Çelik

EN 353-1:2014+A1:2017 and PPE-R11.199 for 3 people

OD-VERTILINE VERTICAL LIFELINE

ATTENTION !

WORKING AT HEIGHT
USE A FULL BODY HARNESS WITH A FRONT

FALL ARREST ATTACHMENT POINT ( EN 361)

Attention: Anchors must be checked by a qualified person at least once a year.

Attention: At least 3 meters between 2 users.

Attention: Use only original OD-VLG (wire rope holder). 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

/ Installation Date
  / Installation By

..................................................................................../ Wire Lenght

/ Authorized Only

/ Max. Users 

Every user can be influenced and fall due to the movement of the line initiated by the other user. 

/ Next Control  Date 

*   Material /Malzeme: Aluminum & Stainless Steel / Aluminyum & Paslanmaz Çelik 
*   Lenght/ Uzunluk: 2 m to -----/
*  3 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

(EN)  OD-VERTILINE �brand belongs to Odin Safety. It is a vertical lifeline system that with its features provides you with safe 

non-sparking feature, specially designed spring indicator, uninterrupted passage on the line with a specially designed rope 
holder, Special apparatus that eliminates the wind effect of 30 meters and above, suitable for 3 people to work at the same 
time with 3 meters intervals.

(TR) OD-VERTILINE -

-

EN353-1:
2014+1:2017

Sertifikasyon

PPE
2016/425
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OD-VERTILINE EXT
VERTICAL LIFELINE SYSTEM WITH LADDER ANCHOR

OD-VERTILINE EXT  
System Components 

Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

EN 353-1:2014+A1:2017  CEN/TS 16415:2013 TYPE A 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

OD-VERTILINE EXT 

VERTICAL LIFELINE WITH LADDER ANCHOR

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

OD-ELL-1 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-EXT 
Ladder Anchor 
/ Merdiven Ankraj   
ST37 Steel / ST37 Çelik

OD-ELL-4 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-CH8
Rope Holder / 

Stainless Steel / Paslanmaz Çelik

Carabiner

Energy Absorber
(Tenacity>0.6 Ntex)

OD - VLG   
Rope Graber 
/ Halat Tutucu
Stainless Steel / Paslanmaz Çelik

OD-TED 
Tension Meter / 
Gerdirme Indikatörü
Aluminum / Alüminyum

OD-LLC 7x19  
Cable 
/ Kablo
Stainless Steel / Paslanmaz Çelik

*   Material /Malzeme: Aluminum & Stainless Steel / Aluminyum & Paslanmaz Çelik 
*   Lenght/ Uzunluk: 2 m to -----/
*  3 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

(TR) OD-VERTILINE EXT

(EN)  OD-VERTILINE EXT� brand belongs to 
Odin Safety. It is a vertical lifeline system with 
ladder extension which can be installed on all 
ladders that provide min. 15kN anchorage 
point strength resistance and its features allow 
you to access the Heights safely. It prevents 
damage to the system with its special apparatus
designed to eliminate the effect of wind at 30 
meters and above. It provides easy tension 
control with its special tension meter design 
and�provides maximum safety in areas where 
there is a risk of explosion with its non-sparking 
feature. It�allows uninterrupted passage on the 
line with the specially designed OD-VLG rope 
holder and does not allow any deformation 
caused by friction on the vertical lifeline rope. EN353-1:

2014+1:2017

Sertifikasyon

CEN TS
16415:2013

8



OD-VERTILINE EXT
VERTICAL LIFELINE SYSTEM WITH LADDER ANCHOR

OD-VERTILINE EXT  
System Components 

Connect Line Connect Lifeodinsafety.com.tr odinisguvenligi.com

EN 353-1:2014+A1:2017  CEN/TS 16415:2013 TYPE A 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

OD-VERTILINE EXT 

VERTICAL LIFELINE WITH LADDER ANCHOR

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

OD-ELL-1 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-EXT 
Ladder Anchor 
/ Merdiven Ankraj   
ST37 Steel / ST37 Çelik

OD-ELL-4 
Main Anchor /
Ana Ankraj
Aluminum / Alüminyum

OD-CH8
Rope Holder / 

Stainless Steel / Paslanmaz Çelik

Carabiner

Energy Absorber
(Tenacity>0.6 Ntex)

OD - VLG   
Rope Graber 
/ Halat Tutucu
Stainless Steel / Paslanmaz Çelik

OD-TED 
Tension Meter / 
Gerdirme Indikatörü
Aluminum / Alüminyum

OD-LLC 7x19  
Cable 
/ Kablo
Stainless Steel / Paslanmaz Çelik

*   Material /Malzeme: Aluminum & Stainless Steel / Aluminyum & Paslanmaz Çelik 
*   Lenght/ Uzunluk: 2 m to -----/
*  3 persons / 
*    Overhead, Wall,  floor / 
*   Standard / Standart:

(TR) OD-VERTILINE EXT

(EN)  OD-VERTILINE EXT� brand belongs to 
Odin Safety. It is a vertical lifeline system with 
ladder extension which can be installed on all 
ladders that provide min. 15kN anchorage 
point strength resistance and its features allow 
you to access the Heights safely. It prevents 
damage to the system with its special apparatus
designed to eliminate the effect of wind at 30 
meters and above. It provides easy tension 
control with its special tension meter design 
and�provides maximum safety in areas where 
there is a risk of explosion with its non-sparking 
feature. It�allows uninterrupted passage on the 
line with the specially designed OD-VLG rope 
holder and does not allow any deformation 
caused by friction on the vertical lifeline rope. EN353-1:

2014+1:2017

Sertifikasyon

CEN TS
16415:2013

9



OD-BH BOLT HANGER / KULAK ANKRAJI  
OD-BH-D BOLT HANGER SET

Connect Line Connect Lifeodinsafety.com.tr

OD-EXT
LADDER ANCHOR

odinisguvenligi.com

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

(EN)  
users to work at the same time and are made of stainless steel material.

Product Types
•  OD-BH Bolt Hanger      •  OD-BH - D Bolt Hanger Set

(TR)  

Ürün Tipleri
•  •  

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

*   Material / Malzeme: Stainless Steel / Paslanmaz Çelik 
*    2 persons / 
* Axial direction and overhead position / Kesme 

*   Strenght / Mukavemet: 25 kN (Axial Direction / Eksenel Yönde) / 20 kN (Shear 
     Direction / Kesme Yönünde) 
*   Standard / Standart:
     CERTIFICATION NB 2927.

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

It has been developed as an alternative solution to reduce the extra investment and operating cost brought by the vertical 
lifeline, and it is a user-friendly product that improves the costs of enterprises and offers ease of use to the personnel. 

(TR) 
-

(EN)  OD-EXT has been specially designed to be mounted on all kinds of structural 
elements, especially marine-type vertical ladders with R&D studies and experience. 
The user can safely complete his ascent and descent with the EN 360 standard 
retractable fall arrest to be mounted according to the height of the ladder and/or the 
height to be climbed.

*   Material /Malzeme: ST 37 Steel / ST 37 Çelik 
*   Lenght/ Uzunluk: 80 cm to 230 cm / 80 cm’den 230 cm’e. 
*   Strenght / Mukavemet: 13 kN
*    2 persons / 
*   Standard / Standart: EN795/A:2012 CEN/TS16415/A:2013

10



OD-BH BOLT HANGER / KULAK ANKRAJI  
OD-BH-D BOLT HANGER SET

Connect Line Connect Lifeodinsafety.com.tr

OD-EXT
LADDER ANCHOR

odinisguvenligi.com

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

(EN)  
users to work at the same time and are made of stainless steel material.

Product Types
•  OD-BH Bolt Hanger      •  OD-BH - D Bolt Hanger Set

(TR)  

Ürün Tipleri
•  •  

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

*   Material / Malzeme: Stainless Steel / Paslanmaz Çelik 
*    2 persons / 
* Axial direction and overhead position / Kesme 

*   Strenght / Mukavemet: 25 kN (Axial Direction / Eksenel Yönde) / 20 kN (Shear 
     Direction / Kesme Yönünde) 
*   Standard / Standart:
     CERTIFICATION NB 2927.

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

It has been developed as an alternative solution to reduce the extra investment and operating cost brought by the vertical 
lifeline, and it is a user-friendly product that improves the costs of enterprises and offers ease of use to the personnel. 

(TR) 
-

(EN)  OD-EXT has been specially designed to be mounted on all kinds of structural 
elements, especially marine-type vertical ladders with R&D studies and experience. 
The user can safely complete his ascent and descent with the EN 360 standard 
retractable fall arrest to be mounted according to the height of the ladder and/or the 
height to be climbed.

*   Material /Malzeme: ST 37 Steel / ST 37 Çelik 
*   Lenght/ Uzunluk: 80 cm to 230 cm / 80 cm’den 230 cm’e. 
*   Strenght / Mukavemet: 13 kN
*    2 persons / 
*   Standard / Standart: EN795/A:2012 CEN/TS16415/A:2013
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OD-FLASH / ENERGY TRANSMISSION LINE POLE BOLT HANGER  

Connect Line Connect Lifeodinsafety.com.tr

OD-S6
STEEL ANCHOR SLING

odinisguvenligi.com

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

EN 795:2012
TYPE  B

Sertifikasyon

CEN TS
16415:2013

TYPE B

PPE
2016/425

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

OD-FLASH Right / 

OD-FLASH Left / Sol

(EN)  OD-FLASH enables climbing personnel to reach upwards by creating a secure anchor point. OD-FLASH is designed for the 
use of 2 people at the same time. There are two different types Left and Right. It is used with a 16M bolt.  

(TR) 

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik 
*    2 persons / 
* Axial Direction / Kesme Yönü 
*   Strenght / Mukavemet: 25 kN
*   Standard / Standart:
    CERTIFICATION NB 2927. 

(EN)  
quality pvc coated stainless steel material with a diameter of Ø6mm with its innovative technological production.

(TR) 

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik  
*    2 persons / 
* All Direction / Yer Yön  
*   Lenght / Uzunluk: 50 cm to 200 cm / 50 cm’den 200 cm’e  
*   Standard / Standart: EN795/B:2012 CEN/TS16415/B:2013 EU Examination 
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OD-FLASH / ENERGY TRANSMISSION LINE POLE BOLT HANGER  

Connect Line Connect Lifeodinsafety.com.tr

OD-S6
STEEL ANCHOR SLING

odinisguvenligi.com

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

EN 795:2012
TYPE  B

Sertifikasyon

CEN TS
16415:2013

TYPE B

PPE
2016/425

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

OD-FLASH Right / 

OD-FLASH Left / Sol

(EN)  OD-FLASH enables climbing personnel to reach upwards by creating a secure anchor point. OD-FLASH is designed for the 
use of 2 people at the same time. There are two different types Left and Right. It is used with a 16M bolt.  

(TR) 

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik 
*    2 persons / 
* Axial Direction / Kesme Yönü 
*   Strenght / Mukavemet: 25 kN
*   Standard / Standart:
    CERTIFICATION NB 2927. 

(EN)  
quality pvc coated stainless steel material with a diameter of Ø6mm with its innovative technological production.

(TR) 

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik  
*    2 persons / 
* All Direction / Yer Yön  
*   Lenght / Uzunluk: 50 cm to 200 cm / 50 cm’den 200 cm’e  
*   Standard / Standart: EN795/B:2012 CEN/TS16415/B:2013 EU Examination 
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OD-RB-44
REBAR ANCHOR

Connect Line Connect Lifeodinsafety.com.tr

OD-FQ
STRUCTURAL ANCHOR / YAPI ANKRAJI

odinisguvenligi.com

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

EN 795:2012
TYPE  B

Sertifikasyon

CEN TS
16415:2013

TYPE B

PPE
2016/425

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

*   Material /Malzeme: Steel / Çelik 
*    2 persons / 
*

10 cm 
*   Compatible with all rebar with 21 - 45 mm diameter /  21 - 45 mm 

*   Standard / Standart: EN795/B:2012 CEN/TS16415/B:2013 EU Examination

(EN)  The OD-RB-44 Rebar anchorage allows the personnel to create anchor points from iron ores easily and safely in 
construction applications. It is a user-friendly anchor with its superior and innovative geometric design. 

(TR) 

OD-FLASH Right / 

OD-FLASH Left / Sol

(EN)  The OD-FQ Anchor has been developed after long studies and experiences and has been designed for direct use with all 
carbines, including pier-type carbines. OD-FQ is designed to work with 2 people at the same time. 

(TR) 

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik 
*    2 persons / 
* Axial Direction / Kesme Yönü 
*   Strenght / Mukavemet: 25 kN
*   Standard / Standart: EN795:2012 TYPE A CEN/TS 16415:2013 TYPE A tested , 
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OD-RB-44
REBAR ANCHOR

Connect Line Connect Lifeodinsafety.com.tr

OD-FQ
STRUCTURAL ANCHOR / YAPI ANKRAJI

odinisguvenligi.com

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

EN 795:2012
TYPE  B

Sertifikasyon

CEN TS
16415:2013

TYPE B

PPE
2016/425

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

*   Material /Malzeme: Steel / Çelik 
*    2 persons / 
*

10 cm 
*   Compatible with all rebar with 21 - 45 mm diameter /  21 - 45 mm 

*   Standard / Standart: EN795/B:2012 CEN/TS16415/B:2013 EU Examination

(EN)  The OD-RB-44 Rebar anchorage allows the personnel to create anchor points from iron ores easily and safely in 
construction applications. It is a user-friendly anchor with its superior and innovative geometric design. 

(TR) 

OD-FLASH Right / 

OD-FLASH Left / Sol

(EN)  The OD-FQ Anchor has been developed after long studies and experiences and has been designed for direct use with all 
carbines, including pier-type carbines. OD-FQ is designed to work with 2 people at the same time. 

(TR) 

EN 795:2012
TYPE  A

Sertifikasyon

CEN TS
16415:2013

TYPE A

*   Material /Malzeme: Stainless Steel / Paslanmaz Çelik 
*    2 persons / 
* Axial Direction / Kesme Yönü 
*   Strenght / Mukavemet: 25 kN
*   Standard / Standart: EN795:2012 TYPE A CEN/TS 16415:2013 TYPE A tested , 
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OD-IBR
I BEAM SLIDER

odinsafety.com.tr

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

EN 795:2012
TYPE  B

Sertifikasyon

CEN TS
16415:2013

TYPE B

PPE
2016/425

(EN)  The OD-IBR I BEAM SLIDER  allows the personnel to create anchor points on the I BEAM constructions. It is 
available in diffrent sizes. Uninterrupted  movement in l-beams and decreased noise level due to its wheeled structure.

(TR) 

*   Material / Malzeme: Steel / Çelik 
*   Max. User  2 persons / 
* 180 mm / 160 mm / 140 mm
*   Maximum Load / Mksimum Yük : 13 KN 
*   Standard / Standart: EN795/B:2012 CEN/TS16415/B:2013 EU Examination
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OD-IBR
I BEAM SLIDER

odinsafety.com.tr

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 

....................................................................................

....................................................................................

....................................................................................

....................................................................................

........................................ ........................................

........................................ ........................................

Kurulum Tarihi / Installation Date
  / Installation By

/ Authorized Only

/ Max. Users 
Bir Sonraki Kontrol Tarihi
/ Next Control  Date 

ANKRAJLAR
ANCHORAGES

ATTENTION !

WORKING AT HEIGHT

+90 (212) 963 16 41

USE A FALL ARREST HARNESS (EN 361)

UYARI:

Ankraj / Anchorage

EN 795:2012
TYPE  B

Sertifikasyon

CEN TS
16415:2013

TYPE B

PPE
2016/425

(EN)  The OD-IBR I BEAM SLIDER  allows the personnel to create anchor points on the I BEAM constructions. It is 
available in diffrent sizes. Uninterrupted  movement in l-beams and decreased noise level due to its wheeled structure.

(TR) 

*   Material / Malzeme: Steel / Çelik 
*   Max. User  2 persons / 
* 180 mm / 160 mm / 140 mm
*   Maximum Load / Mksimum Yük : 13 KN 
*   Standard / Standart: EN795/B:2012 CEN/TS16415/B:2013 EU Examination



www.odinsafety.com.tr
www.odinisguvenligi.com

info@odinsafety.com.tr
+90 (212) 963 16 41


