
OD-FORZA  
MOBILE GRABBER / MOBİL TEKERLEKLİ ANKRAJ SİSTEMİ
Data Sheet

(EN)  ODİN SAFETY developed the OD-FORZA (Mobile Grabber) to provide anchor points for working safely at heights. OD-FORZA is a completely manual, hydraulically operated mobile system that can be used by 
two people simultaneously. It has a maximum carrying capacity of 150 kg per anchor and two independent anchor points. Thanks to its forklift carrying pockets and drawbar, it is highly maneuverable. It is easy to 
use and has a short commissioning time. These features allow you to work safely in all open and closed areas. 
 
(TR)  ODİN SAFETY, yüksekte çalışma yapılan alanlarda güvenli bağlantı noktası oluşturmak  için OD-FORZA'yı (Mobil Tekerlekli Ankraj Sistemi) geliştirdi. OD-FORZA tamamen manuel, hidrolik sistemle çalışan, 
aynı anda iki kişinin kullanabildiği, ankraj başı maksimum 150 kg taşıma kapasiteli, iki bağımsız ankraj noktası bulunan mobil sistemdir. Forklift taşıma cepleri ve çeki demiri sayesinde manevra kabiliyeti yüksektir. 
Kullanımı kolay ve devreye alma süresi kısadır. Bu özellikleri sayesinde tüm açık ve kapalı alanlarda güvenle çalışmanızı sağlar.

Certification / Sertifikasyon Max. Number of User / Maksimum Kullanıcı Sayısı

EN 795/A:2012  /  CEN/TS 16415/A:2013
EN 795/B:2012  /  CEN/TS 16415/B:2013 
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Kurulum Tarihi  / Installation Date
  / Installation By

 / Authorized Only

 / Max. Users 
Bir Sonraki Kontrol Tarihi 
/ Next Control  Date 

MOBILE GRABBER 

ATTENTION !

WORKING AT HEIGHT USE A FALL ARREST HARNESS (EN 361)

year.

Connect Line. Connect Life. / Hatta Bağlan. Hayata Bağlan.

EN 795:2012 TYPE B / CEN TS 16425 TYPE B

Max.Working Height 661cm
Min. Working Height 483cm
Max.Folded Height 237cm
Frame Width 197cm
Overall Length 424cm
Total Weight 1000kg (approximately)

Max. Ancor Point Capacity 150kg
Max. Allowable Users 2

Max.Towing Speed Posted High way Speed
Tires 185/75/R14C
Receiver 45mm Ball

Actuating Method Manual Hydraulic system
Hydraulics
Fluid Type Mobil DT1O Excel22

Safety Standards

General

Towing

Operation

Total Anchor Points 2

Odin Safety Endüstriyel Ürünler A. Ş.
Merkez: Beybi Giz Plaza Maslak Mah. Maslak Meydan Sokak No:1 
Sarıyer 34485 İstanbul
Depo: Tatlıkuyu Mahallesi 1302/3 Sokak No:23/B Gebze / KOCAELİ
Fabrika: Düzce 1. Organize Sanayi Bölgesi Düzce

+90 (212) 335 25 82

info@odinsafety.com.tr
odinsafety.com.tr  /  odinisguvenligi.com

+90 (541) 953 20 41
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